APPENDIX A:
Hybrid System Model and Economic Summary Tables

This appendix contains the hybrid system model and economic summary tables used to develop the
economic conclusions reached in this report.
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SAN CLEMENTE ISLAND HYBRID $YSTEM MODEL

Maximum number of wind lrbinee: 1

diosel only | wind hybrd e84 f
Singe  Maximum Onginal
Aducted Tubine  Allowed  Nurnbar Wind
Diesal  Porcant of Litras of slarts Dionel Wind Wind Wind of Net Diosal Percontof Litres of otarts Diese! litres Spead
Date Time Domand  Rating Rating Dissal oounter mntma  Speed Powar  Demand Tutbings Demand  Rating Rating Diesol  counter wntme  saved 6.1 me
(hn) (kW) (kW) Used Consumed (houre} {m/'s) kW) (W) (kW) (W} Usod Consumed (hours)
Average 8607 1san7 58% 308.8 6.1 53.1 6697 0.8 B816.5 1448.9 0.5 203.2 13.7844 8.119481
Standard Deviation 11490 2362 B% 378 31 80.9 114.0 04 107.0 250.0 o1 3.5 15.80659 3.10947
Maximumn 15191 17000 8% 484.3 21.8 2294 18181 1.0 12808 17000 08 aza.9 50.48818 21.62711
Mirtiuirn 5142 1200.0 32% 197.1 0.3 0.0 3142 0.0 4898 12000 03 187.1 0 0.300872
Total 7618476 26BBBT3 198 14872 485647 5866476 7152929 2608122 220 13121 120751
486547 Wind Energy Used
485547 Wind Energy Avaitable
0 Wind Energy Clirtaiked
Maxirmum numbet of wind ibines: 2
digsel only | wind hybrid 9841
Single  Maxifmutn Qriginat
Adusied Tubine  Allowed  Number Wind
Diese! Parcentof Litres of starts Dieaal Wind Wind Wind of Net Diegel Parcontof Lltres of starts Digsel litros Spoed
Date Time Demand  Rating Aating Diesel counter runtime  Speed Powor Domand Turbines Demand  Raling Rating Diosoi counter run tme  eaved 6.1m/a
(hr) (W) (kwr) Used  Consumed (hours) (nve) (K) (W) (KW) (W) Used Coneurned {hours)
Avetage BE9.7 15317 58% 308.8 6.1 53.1 6607 1.7 7634 13931 05 278.4 27.5688 6.119481
Standard Deviation i14.0 236.3 8% 378 3.1 608 114.0 0.7 1316 2436 a1 39.8 3161318  3.10847
Mesdrmum 1519.1 17000 8e% 484.3 218 2284 13191 20 12778 17000 08 4217 118 21.62711
Minimum 5142 12000 82% 197.1 0.3 0.0 3142 0.0 281.1 750.0 0.2 154.8 0 0.300872
Total 7818476 2588873 196 14572 465547 586647¢ 6687381 24473714 238 12144 241503
231095 Wind Energy Used
931095 Wind Energly Available
0 Wind Energy Cuttailad
Maximurm nurmber of wind bibines: $
diegel only | wine hylbict 98,4 ft
Single  Maxdmum Ofiggnal
Adusted  Tutbine  Affowed  Number Wind
Digsel Porcontof Litreaof  etarte Diesal Wind Wind Wind of Neat Dlessl Porcontof Littesof  starts Diesat litras Spead
Date Time Domand  Hating Rating Diesel  oountsr runtime  Spaed Powat  Demand Tubines Demand  Hating Rating Diesel  counter rmntime  saved 8ima
ih1) (kW) (kW) Used Consumed (houre} (mv/s) (WW) (kW) (W) (kW) Usad Consumaed (hours)
Average 8597 16317 8% s08.8 6.1 53.1 669.7 25 7114 13851 05 2659 41 8.119481
Starclard Deviation 1140 236.3 B% 37.8 31 809 1140 1.4 172.0 241.3 0.1 48.3 46.75209  3,10947
Maximum 18181 17000 8% 484.8 216 2294 13194 3.0 12778  1700.0 08 421.7 1784845 2182711
Minimum 514.2 1200.0 3% 187.1 0.3 0.0 314.2 0.0 201.0 760.0 01 118.1 0 0300872
Tota! 7618478 Z28BER73 198 14572 465547 5866476 6232205 2320308 282 11618 350564
1386271 Wind Energy Used
1396842 Wind Enorgy Available
10371 Wind Energy Gurtailed
Maximurn numbae of wind urbines: 4
diasel only { wind hybric Q8.4 1t
Singe  Maxirmum Original
Adusked Tubine Abowed  Numbor Wind
Diesel Parcontol Lites of atans Diessl Wind Wind Wind of Net Diegel Percent of Utres of slarls Diweol litrew Speed
Date Time Demand  Rabing Fating Diegel counter  wuntime  Spesd Powsr Demsnd Tumnes Demand  Rating Rating Olassl countar  mih tima saved 8.1me
(hn) (W) (KW) Usad  Consurned (hours)  (tva) (W) (kW) (KW) (W) Used  Coneumned {houre)
Avarage 869.7 1531.7 58% 308.9 a1 53.1 6607 3.4 8685 1328.3 04 254.8 52 6.119481
Stardard Deviation 114.0 2363 8% 879 a1 60.9 114.0 14 2017 250.2 0.1 55.0 5726681  3.10947
Madrnuirn 1519.1  1700.0 85% 484.3 218 2204 13101 4.0 12778 17000 08 4a21.7 287.9527 21.62711
Minimum 514.2 1200.0 32% 16871 (1R ] 09 3142 Q0.0 200.2 760.0 01 11861 0 0.300872
Total 7618476 2688873 196 14572 485547 5868476 5856374 2231828 312 11367 457045
1782102 Wind Energy Used
1882189 Wind Energy Available
100087 Wind Energy Curtalled
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ECONOMIC ANALYSIS

Input Values

System load (kWhly)

Diesel energy (kWhly)

Wind energy (kWh/y)

Diesel fuel usage, no wind (l/yr)
Diesel fuel usage, with wind (I/yr)
Diesel fuel cost ($/1)

Diesel ops cost, variable ($/kWh)
Diesel ops cost, fixed ($/y)

Wind ICC ($)

Wind O&M cost ($/kWh)

System life, (yrs)

General inflation

Fuel inflation

Discount rate

Interest

Term of loan, (yrs)

Calculated Values for Both Systems

Capital cost

Initial payment on system
Loan

Annual payment

NPV of annual payment

Fuel cost per annum

NPV of fuel costs

Overhaul cost per annum
NPV of overhaul costs

O&M costs per annum

NPV of O&M costs

Total annual costs

Total system NPV, TNPV
Annual savings

Levelized cost of energy, COE
Payback period, years
Internal rate of return, IRR, (x)

Site:
Turbine:
Quantity: 1
SL 7,618,476
7,152,929
465,547
FL 2,688,873
FL 2,568,122
FC 0.264
ov 0.154
OF 1,173,245
wC 685,510
WO 0.01
L 20
i 2.0%
e 2.0%
d 6.9%
b 10.0%
N 10
C =I1CC+BOS
Ad
Al=C-Ad
Ap = Al * CRFP

Apnpv = Ap*PWFP

Af=FL*FC

Afnpv = Af * PWFF

Ao

Aonpv = Ao * PWFO

Am

Amnpv = Am*PWFO

At = Ap+Af+Ao+Am
= Ad+sum(NPVs)
Sv = dsl At - hbd At
= TNPV*CRFI/SL

Diesel
Only

[eNeNelNoNo)

709,863
8,995,402
0

0
2,346,490
29,734,802
3,056,353
38,730,204

0.476

[(1+X)AL-1[X*(1+x)ML] - P =

San Clemente Island, CA, 6.1 m/s avg
225 kW, Commercial

Economic Factors

Present worth factor of fuel
costs, PWFF, a=(1+e)/(1+d)
Present worth factor of O&M
costs, PWFO, a=(1+i)/(1+d)
Present worth factor of interest
payments, PWFP, a=1/(1+b)

Capital recovery factor for system
income, CRFI, a=1/(1+d)

Capital recovery factor for interest

payments, CRFP, a=1/(1+b)

Hybrid System
Diesel Part

[eNeNelNoNo)

677,984
8,591,439
0

0
2,274,796
28,826,290
2,952,780
37,417,728

0.490

0.000

avariable n variable Y(a,n)
0.95416277 20 12.67203
0.95416277 20  12.67203

0.9354537 10 7.05616

a variable n variable X(a,n)

0.9354537 20 0.09366054
0.90909091 10 0.16274539

Hybrid System

Wind Part
685,510
685,510

Hybrid System

(NPV = net present value; ICC = initial capitol cost; BOS = balance of station = 26% ICC; O&M = operations and maintenance)
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Total
685,510
685,510

0

0

0

677,984
8,591,439
1,000
12,672
2,279,451
28,885,284
2,958,436
38,174,905
97,917
0.469

7.00

13.1%




ECONOMIC ANALYSIS

Input Values

System load (kWhly)

Diesel energy (kWhly)

Wind energy (kWh/y)

Diesel fuel usage, no wind (l/yr)
Diesel fuel usage, with wind (I/yr)
Diesel fuel cost ($/1)

Diesel ops cost, variable ($/kWh)

Diesel ops cost, fixed ($/y)
Wind ICC ($)

Wind O&M cost ($/kWh)
System life, (yrs)

General inflation

Fuel inflation

Discount rate

Interest

Term of loan, (yrs)

Calculated Values for Both Systems

Capital cost

Initial payment on system
Loan

Annual payment

NPV of annual payment

Fuel cost per annum

NPV of fuel costs

Overhaul cost per annum
NPV of overhaul costs

O&M costs per annum

NPV of O&M costs

Total annual costs

Total system NPV, TNPV
Annual savings

Levelized cost of energy, COE
Payback period, years
Internal rate of return, IRR, (x)

Site:

Turbine:

Quantity: 2

SL 7,618,476
7,042,272

576,204

FL 2,688,873

FL 2,539,421

FC 0.264

ov 0.154

OF 1,173,245

wC 635,510

WO 0.01

L 20

i 2.0%

e 2.0%

d 6.9%

b 10.0%

N 10

C =I1CC+BOS

Ad

Al=C-Ad

Ap = Al * CRFP

Apnpv = Ap*PWFP

Af=FL*FC

Afnpv = Af * PWFF

Ao

Aonpv = Ao * PWFO

Am

Amnpv = Am*PWFO

At = Ap+Af+Ao+Am

= Ad+sum(NPVs)

Sv = dsl At - hbd At

= TNPV*CRFI/SL

Diesel
Only

[eNeNelNoNo)

709,863
8,995,402
0

0
2,346,490
29,734,802
3,056,353
38,730,204

0.476

[(1+X)AL-1[X*(1+x)ML] - P =

San Clemente Island, CA, 5.0 m/s avg
225 kW, Commercial

Economic Factors

Present worth factor of fuel
costs, PWFF, a=(1+e)/(1+d)
Present worth factor of O&M
costs, PWFO, a=(1+i)/(1+d)
Present worth factor of interest
payments, PWFP, a=1/(1+b)

Capital recovery factor for system
income, CRFI, a=1/(1+d)

Capital recovery factor for interest

payments, CRFP, a=1/(1+b)

Hybrid System
Diesel Part

[eNeNelNoNo)

670,407
8,495,420
0

0
2,257,755
28,610,344
2,928,162
37,105,764

0.493

0.000

avariable n variable Y(a,n)
0.95416277 20 12.67203
0.95416277 20  12.67203

0.9354537 10 7.05616

a variable n variable X(a,n)

0.9354537 20 0.09366054
0.90909091 10 0.16274539

Hybrid System

Wind Part
1,271,020
1,271,020

0

0

0

0

0
2,000
25,344
5,762
73,017
7,762
1,369,381

0.223

Hybrid System

(NPV = net present value; ICC = initial capitol cost; BOS = balance of station = 26% ICC; O&M = operations and maintenance)
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Total
1,271,020
1,271,020

0

0

0

670,407
8,495,420
2,000
25,344
2,263,517
28,683,361
2,935,924
38,475,145
120,429
0.473
10.55

7.0%




ECONOMIC ANALYSIS

Input Values

System load (kWhly)

Diesel energy (kWhly)

Wind energy (kWh/y)

Diesel fuel usage, no wind (l/yr)
Diesel fuel usage, with wind (I/yr)
Diesel fuel cost ($/1)

Diesel ops cost, variable ($/kWh)
Diesel ops cost, fixed ($/y)

Wind ICC ($)

Wind O&M cost ($/kWh)

System life, (yrs)

General inflation

Fuel inflation

Discount rate

Interest

Term of loan, (yrs)

Calculated Values for Both Systems

Capital cost

Initial payment on system
Loan

Annual payment

NPV of annual payment

Fuel cost per annum

NPV of fuel costs

Overhaul cost per annum
NPV of overhaul costs

O&M costs per annum

NPV of O&M costs

Total annual costs

Total system NPV, TNPV
Annual savings

Levelized cost of energy, COE
Payback period, years
Internal rate of return, IRR, (x)

Site:

Turbine:

Quantity: 2

SL 7,618,476
6,687,381

931,095

FL 2,688,873

FL 2,447,371

FC 0.264

ov 0.154

OF 1,173,245

wC 635,510

WO 0.01

L 20

i 2.0%

e 2.0%

d 6.9%

b 10.0%

N 10

C =I1CC+BOS

Ad

Al=C-Ad

Ap = Al * CRFP

Apnpv = Ap*PWFP

Af=FL*FC

Afnpv = Af * PWFF

Ao

Aonpv = Ao * PWFO

Am

Amnpv = Am*PWFO

At = Ap+Af+Ao+Am

= Ad+sum(NPVs)

Sv = dsl At - hbd At

= TNPV*CRFI/SL

Diesel
Only

[eNeNelNoNo)

709,863
8,995,402
0

0
2,346,490
29,734,802
3,056,353
38,730,204

0.476

[(1+X)AL-1[X*(1+x)ML] - P =

San Clemente Island, CA, 6.1 m/s avg
225 kW, Commercial

Economic Factors

Present worth factor of fuel
costs, PWFF, a=(1+e)/(1+d)
Present worth factor of O&M
costs, PWFO, a=(1+i)/(1+d)
Present worth factor of interest
payments, PWFP, a=1/(1+b)

Capital recovery factor for system
income, CRFI, a=1/(1+d)

Capital recovery factor for interest

payments, CRFP, a=1/(1+b)

Hybrid System
Diesel Part

[eNeNelNoNo)

646,106
8,187,475
0

0
2,203,102
27,917,777
2,849,208
36,105,252

0.506

0.000

avariable n variable Y(a,n)
0.95416277 20 12.67203
0.95416277 20  12.67203

0.9354537 10 7.05616

a variable n variable X(a,n)

0.9354537 20 0.09366054
0.90909091 10 0.16274539

Hybrid System

Wind Part
1,271,020
1,271,020

0

0

0

0

0

2,000
25,344
9,311
117,989
11,311
1,414,353

0.142

Hybrid System

(NPV = net present value; ICC = initial capitol cost; BOS = balance of station = 26% ICC; O&M = operations and maintenance)
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Total
1,271,020
1,271,020

0

0

0

646,106
8,187,475
2,000
25,344
2,212,413
28,035,766
2,860,519
37,519,605
195,834
0.461

6.49

14.4%




ECONOMIC ANALYSIS

Input Values

System load (kWhly)

Diesel energy (kWhly)

Wind energy (kWh/y)

Diesel fuel usage, no wind (l/yr)
Diesel fuel usage, with wind (I/yr)
Diesel fuel cost ($/1)

Diesel ops cost, variable ($/kWh)
Diesel ops cost, fixed ($/y)

Wind ICC ($)

Wind O&M cost ($/kWh)

System life, (yrs)

General inflation

Fuel inflation

Discount rate

Interest

Term of loan, (yrs)

Site:
Turbine:
Quantity:

SL

Calculated Values for Both Systems

Capital cost

Initial payment on system
Loan

Annual payment

NPV of annual payment

Fuel cost per annum

NPV of fuel costs

Overhaul cost per annum
NPV of overhaul costs

O&M costs per annum

NPV of O&M costs

Total annual costs

Total system NPV, TNPV
Annual savings

Levelized cost of energy, COE
Payback period, years
Internal rate of return, IRR, (x)

2

7,618,476
6,323,127
1,295,349
2,688,873
2,352,892
0.264
0.154
1,173,245
635,510
0.01

20

2.0%
2.0%
6.9%
10.0%

10

C =ICC+BOS

Ad

Al=C - Ad

Ap = Al * CRFP
Apnpv = Ap*PWFP

Af=FL*FC

Afnpv = Af * PWFF

Ao

Aonpv = Ao * PWFO

Am

Amnpv = Am*PWFO

At = Ap+Af+Ao+Am
= Ad+sum(NPVs)
Sv = dsl At - hbd At
= TNPV*CRFI/SL

Diesel
Only

[eNeNelNoNo)

709,863
8,995,402
0

0
2,346,490
29,734,802
3,056,353
38,730,204

0.476

[(1+X)AL-1[X*(1+x)ML] - P =

San Clemente Island, CA, 7.2 m/s avg
225 kW, Commercial

Economic Factors

Present worth factor of fuel
costs, PWFF, a=(1+e)/(1+d)
Present worth factor of O&M
costs, PWFO, a=(1+i)/(1+d)
Present worth factor of interest
payments, PWFP, a=1/(1+b)

Capital recovery factor for system
income, CRFI, a=1/(1+d)

Capital recovery factor for interest

payments, CRFP, a=1/(1+b)

Hybrid System
Diesel Part

[eNeNelNoNo)

621,164
7,871,405
0

0
2,147,007
27,206,938
2,768,170
35,078,343

0.520

0.000

avariable n variable Y(a,n)
0.95416277 20 12.67203
0.95416277 20  12.67203

0.9354537 10 7.05616

a variable n variable X(a,n)

0.9354537 20 0.09366054
0.90909091 10 0.16274539

Hybrid System

Wind Part
1,271,020
1,271,020

0

0

0

0

0

2,000
25,344
12,953
164,147
14,953
1,460,511

0.106

Hybrid System

(NPV = net present value; ICC = initial capitol cost; BOS = balance of station = 26% ICC; O&M = operations and maintenance)
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Total
1,271,020
1,271,020

0

0

0

621,164
7,871,405
2,000
25,344
2,159,960
27,371,085
2,783,124
36,538,854
273,229
0.449

4.65

21.0%




ECONOMIC ANALYSIS

Input Values

System load (kWhly)

Diesel energy (kWhly)

Wind energy (kWh/y)

Diesel fuel usage, no wind (l/yr)
Diesel fuel usage, with wind (I/yr)
Diesel fuel cost ($/1)

Diesel ops cost, variable ($/kWh)
Diesel ops cost, fixed ($/y)

Wind ICC ($)

Wind O&M cost ($/kWh)

System life, (yrs)

General inflation

Fuel inflation

Discount rate

Interest

Term of loan, (yrs)

Site:
Turbine:
Quantity:

SL

Calculated Values for Both Systems

Capital cost

Initial payment on system
Loan

Annual payment

NPV of annual payment

Fuel cost per annum

NPV of fuel costs

Overhaul cost per annum
NPV of overhaul costs

O&M costs per annum

NPV of O&M costs

Total annual costs

Total system NPV, TNPV
Annual savings

Levelized cost of energy, COE
Payback period, years
Internal rate of return, IRR, (x)

3

7,618,476
6,232,205
1,386,271
2,688,873
2,329,309
0.264
0.154
1,173,245
610,510
0.01

20

2.0%
2.0%
6.9%
10.0%

10

C =ICC+BOS

Ad

Al=C - Ad

Ap = Al * CRFP
Apnpv = Ap*PWFP

Af=FL*FC

Afnpv = Af * PWFF

Ao

Aonpv = Ao * PWFO

Am

Amnpv = Am*PWFO

At = Ap+Af+Ao+Am
= Ad+sum(NPVs)
Sv = dsl At - hbd At
= TNPV*CRFI/SL

Diesel
Only

[eNeNelNoNo)

709,863
8,995,402
0

0
2,346,490
29,734,802
3,056,353
38,730,204

0.476

[(1+X)AL-1[X*(1+x)ML] - P =

San Clemente Island, CA, 6.1 m/s avg
225 kW, Commercial

Economic Factors

Present worth factor of fuel
costs, PWFF, a=(1+e)/(1+d)
Present worth factor of O&M
costs, PWFO, a=(1+i)/(1+d)
Present worth factor of interest
payments, PWFP, a=1/(1+b)

Capital recovery factor for system
income, CRFI, a=1/(1+d)

Capital recovery factor for interest

payments, CRFP, a=1/(1+b)

Hybrid System
Diesel Part

[eNeNelNoNo)

614,938
7,792,510
0

0
2,133,005
27,029,503
2,747,942
34,822,014

0.523

0.000

avariable n variable Y(a,n)
0.95416277 20 12.67203
0.95416277 20  12.67203

0.9354537 10 7.05616

a variable n variable X(a,n)

0.9354537 20 0.09366054
0.90909091 10 0.16274539

Hybrid System

Wind Part
1,831,530
1,831,530

0

0

0

0

0

3,000
38,016
13,863
175,669
16,863
2,045,215

0.138

Hybrid System

(NPV = net present value; ICC = initial capitol cost; BOS = balance of station = 26% ICC; O&M = operations and maintenance)
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Total
1,831,530
1,831,530

0

0

0

614,938
7,792,510
3,000
38,016
2,146,867
27,205,172
2,764,805
36,867,229
291,548
0.453

6.28

14.9%




ECONOMIC ANALYSIS

Input Values

System load (kWhly)

Diesel energy (kWhly)

Wind energy (kWh/y)

Diesel fuel usage, no wind (l/yr)
Diesel fuel usage, with wind (I/yr)
Diesel fuel cost ($/1)

Diesel ops cost, variable ($/kWh)
Diesel ops cost, fixed ($/y)

Wind ICC ($)

Wind O&M cost ($/kWh)

System life, (yrs)

General inflation

Fuel inflation

Discount rate

Interest

Term of loan, (yrs)

Calculated Values for Both Systems

Capital cost

Initial payment on system
Loan

Annual payment

NPV of annual payment

Fuel cost per annum

NPV of fuel costs

Overhaul cost per annum
NPV of overhaul costs

O&M costs per annum

NPV of O&M costs

Total annual costs

Total system NPV, TNPV
Annual savings

Levelized cost of energy, COE
Payback period, years
Internal rate of return, IRR, (x)

Site:

Turbine:

Quantity: 4

SL 7,618,476
5,856,374
1,762,102

FL 2,688,873

FL 2,231,828

FC 0.264

ov 0.154

OF 1,173,245

wC 585,510

WO 0.01

L 20

i 2.0%

e 2.0%

d 6.9%

b 10.0%

N 10

C =I1CC+BOS

Ad

Al=C-Ad

Ap = Al * CRFP

Apnpv = Ap*PWFP

Af=FL*FC

Afnpv = Af * PWFF

Ao

Aonpv = Ao * PWFO

Am

Amnpv = Am*PWFO

At = Ap+Af+Ao+Am

= Ad+sum(NPVs)

Sv = dsl At - hbd At

= TNPV*CRFI/SL

P=C/Sv

Diesel
Only

[eNeNelNoNo)

709,863
8,995,402
0

0
2,346,490
29,734,802
3,056,353
38,730,204

0.476

[(1+X)AL-1[X*(1+x)ML] - P =

San Clemente Island, CA, 6.1 m/s avg
225 kW, Commercial

Economic Factors

Present worth factor of fuel
costs, PWFF, a=(1+e)/(1+d)
Present worth factor of O&M
costs, PWFO, a=(1+i)/(1+d)
Present worth factor of interest
payments, PWFP, a=1/(1+b)

Capital recovery factor for system
income, CRFI, a=1/(1+d)

Capital recovery factor for interest

payments, CRFP, a=1/(1+b)

Hybrid System
Diesel Part

[eNeNelNoNo)

589,203
7,466,395
0

0
2,075,127
26,296,072
2,664,329
33,762,467

0.540

0.000

avariable n variable Y(a,n)
0.95416 20 12.67203
0.95416 20 12.67203
0.93545 10 7.05616

a variable n variable X(a,n)
0.93545 20 0.09366
0.90909 10 0.16275

Hybrid System

Wind Part
2,342,040
2,342,040

0

0

0

0

0

4,000
50,688
17,621
223,294
21,621
2,616,022

0.139

Hybrid System

(NPV = net present value; ICC = initial capitol cost; BOS = balance of station = 26% ICC; O&M = operations and maintenance)
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Total
2,342,040
2,342,040

0

0

0

589,203
7,466,395
4,000
50,688
2,092,748
26,519,366
2,685,950
36,378,490
370,403
0.447

6.32

14.8%




ECONOMIC ANALYSIS

Input Values

System load (kWh/y)

Diesel energy (kWhly)

Wind energy (kWhly)

Diesel fuel usage, no wind (I/yr)

Diesel fuel usage, with wind (l/yr)

Diesel fuel cost ($/1)

Diesel ops cost, variable ($/kWh)

Diesel ops cost, fixed ($/y)
Wind ICC ($)

Wind O&M cost ($/kWh)
System life, (yrs)

General inflation

Fuel inflation

Discount rate

Interest

Term of loan, (yrs)

Calculated Values for Both Systems

Capital cost

Initial payment on system
Loan

Annual payment

NPV of annual payment

Fuel cost per annum

NPV of fuel costs

Overhaul cost per annum
NPV of overhaul costs

O&M costs per annum

NPV of O&M costs

Total annual costs

Total system NPV, TNPV
Annual savings

Levelized cost of energy, COE
Payback period, years
Internal rate of return, IRR, (x)

Site:

Turbine:

Quantity: 2

SL 7,618,476
6,687,381

931,095

FL 2,688,873

FL 2,447,371

FC 0.264

ov 0.154

OF 1,173,245

wcC 354,600

WO 0.01

L 20

i 2.0%

e 2.0%

d 6.9%

b 10.0%

N 10

C =I1CC+BOS

Ad

Al=C-Ad

Ap = Al * CRFP

Apnpv = Ap*PWFP

Af=FL*FC

Afnpv = Af * PWFF

Ao

Aonpv = Ao * PWFO

Am

Amnpv = Am*PWFO

At = Ap+Af+Ao+Am

= Ad+sum(NPVs)

Sv = dsl At - hbd At

= TNPV*CRFI/SL

Diesel
Only

[oNeoNeNeNe]

709,863
8,995,402
0

0
2,346,490
29,734,802
3,056,353
38,730,204

0.476

[(1+X)AL-1)[x*(14+x)°L] - P =

Fictitious Mainland Site, Non-Naval, 6.1 m/s avg
225 kW, Commercial

Economic Factors

Present worth factor of fuel
costs, PWFF, a=(1+e)/(1+d)
Present worth factor of O&M
costs, PWFO, a=(1+i)/(1+d)
Present worth factor of interest
payments, PWFP, a=1/(1+b)

Capital recovery factor for system

income, CRFI, a=1/(1+d)

Capital recovery factor for interest

payments, CRFP, a=1/(1+b)

Hybrid System
Diesel Part
0
0
0
0
0
646,106
8,187,475
0
0
2,203,102
27,917,777
2,849,208
36,105,252

0.506

0.000

a variable n variable Y(a,n)
0.95416277 20 12.67203
0.95416277 20 12.67203

0.9354537 10 7.05616

a variable n variable X(a,n)

0.9354537 20 0.09366054
0.90909091 10 0.16274539

Hybrid System

Wind Part
709,200
709,200

0

0

0

0

0

2,000
25,344
9,311
117,989
11,311
852,533

0.086

Hybrid System

(NPV = net present value; ICC = initial capitol cost; BOS = balance of station = 26% ICC; O&M = operations and maintenance)
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Total
709,200
709,200

0

0

0

646,106
8,187,475
2,000
25,344
2,212,413
28,035,766
2,860,519
36,957,785
195,834
0.454

3.62
27.4%
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